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X軸

長方形タイプ 30 × 50mm　　40 × 80mmRectangular type

XMA30-50

XMA50

XMA120

XMA40-80

XMA90

XMA150

操作つまみ&ストッパーネジ兼用タイプ：XMAシリーズ
X axis Operating knob and stopper screw combined type: XMA series

XMA30-50

XMA90

XMA150

深さ4.5

内側よりM2ねじ
外側よりM3ねじ

深さ2.5

深さ4

φ4
.2

2-2

2-φ
6.5

2-φ
3.4

2-
2.8 2-φ4.2

2-φ2.3

2.7

4.5
2.2

1215

20

25
25

20
15

φ6

(8)

7

2.5
15

12

4-M2

M2.6

M2.6

内側よりM3ねじ

内側よりM2ねじ 4-M3

深さ4

深さ4 深さ4.5

深さ5

深さ4

深さ4.5

32

32

32
20

9.5
9.5

20

2.7

9.5
9.5

32

20

20

4.5

(10)

φ6

40

40

74-φ2.3

4-
2 4-φ4.3

2-φ3.4

15

2.5

2-φ6.5

2-
2

M2.6

4-M3

3-M2.6

3-M2.64-M3

4-M2

内側よりM3ねじ
内側よりM2ねじ 深さ4.5

深さ4

深さ4

深さ4

深さ4.5深さ5

18
18

18
18

4-φ6.5

φ6

60

60

(10)

7

15
50 40 32

32

50
40

4.5

324050

32
40
50

2.7

4-φ3.4

4-φ2.3
4-φ4.34-

2
4-
2

3-M2.6 3-M2.6

4-M2

4-M3

M2.6

4-M3

内側よりM3ねじ 内側より
M3ねじ

正方形タイプ 25 × 25mm　　40 × 40mm　 　60 × 60mmSquare type

XMA25 XMA40 XMA60

XMA40

スリムロングタイプ 25 × 50mm　　25 × 90mm　　25 × 120mm　　25 × 150mmSlim-long type

スライド操作式アリ溝ステージの特長
Special features of slide operation dovetail stage

1. 高精度で30%～50%のプライスダウンを実現 High precision and 
between 30% to 50% price reduction
High precision and 
between 30% to 50% price reduction

Sliding block can be attached at both sides, 
front and back

Ideal for integration into 
inspection apparatus, etc.

Thin, lightweight and fast, 
to deliver outstanding operability

New design is handle free and tool free

正方形タイプは厚さ15mm、長方形・スリムロングタイプは厚さ20mmの薄型仕様。
従来比30～40%減の軽量化を図り、簡単なスライド操作で素早く摺動します。

従来のアリ溝ステージとは異なり摺動ブロックが取り外せるため、摺動ブロックの裏側からもワークや治具の取り付けが可能です。

ラック&ピニオンと
ハンドルの従来品

操作つまみとストッパーネジが兼用のスライド操作

ラック&ピニオン機構とハンドルを除外！
No rack and pinion mechanism or handles are needed!

Operating knob doubles as a stopper screw for slide operation

*Slide to the desired position and then clamp in place!

Unlike conventional dovetail stages, the sliding block is detachable, so work pieces and tools can be mounted from the rear of the sliding block. 

Push‒pull knob pin for slide operation

*The knob pin is detachable, so it can be removed once the position has been fixed with the stopper screw, to enable even slimmer dimensions!

Conventional product with 
rack and pinion and handle

Conventional product with 
feed screw and handle

No feed screws or handles are needed!

15mm 20mm

2. 薄型・軽量・素早い動きで抜群の操作性

部品点数と組立工数の削減により、大幅なプライスダウンを実現しました。　品質はもちろんMADE IN JAPAN ！
特許権・意匠権も取得したミラック光学のオリジナル商品です。（国際特許権も取得中）　OEM供給や特注品にも対応いたします。

4. 摺動ブロックは表と裏・両側から取付可能

5. 検査装置などへの組み込みに最適

3. ハンドルレス・工具レスという新発想

20mm

スライドさせて、所望の位置ですぐにクランプ ！

送りネジと
ハンドルの従来品

送りネジ機構とハンドルを除外！

つまみピンの押し引きによりスライド操作

つまみピンは着脱可能で、ストッパーネジで固定後に取り外してスリム化に対応 ！

検査装置などでは、こうしたステージで初期の位置決め微調整をし、ストッパーネジで固定した後はほとんどそのままの状態で
使い続け、実際の微調整はわずかしか行わないことが多く見受けられます。この商品群はこうした用途に最適で、簡単な操作と
大幅なプライスダウンで装置産業などの作業工程の改善・コストダウンに貢献いたします。
When used with inspection apparatus and the like, once the stage is put into its initial position, then adjusted and secured with the stopper screw, it can more or less be used as is from 
then on, and it is often found that there is actually very little, if any, fine tuning required. These products are ideally suited to this kind of application, and with their simple operation and 
price reduction, they are contributing to operational process improvements and cost reductions in fields such as device manufacture, etc. 

Significant price reductions have been achieved by reducing the number of components and assembly steps. Our quality is, of course, MADE IN JAPAN!
Patent rights and design rights obtained for these Miruc Optical original products. (International patents also pending.) We are able to undertake OEM supply and produce order made parts. 

Thin specifications enable square 
type thickness 15mm, rectangular 
and s l im ‒ long t y p e  t h i c k n e s s  
20mm.
Weight reduced by 30% to 40% 
compared to conventional models, 
with a s imple and rapid s l id ing 
operation.

Removable pins on both sides mean that 
the user can easily switch from left to right.

つまみピンは両側で
着脱できますので、
勝手違いはお客様で
簡単に自作可能です。

例/全機種対応
Example:all models supported


