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MSERIES Since the profile is low and wheel size is wide, these casters are stable and 
suitable for medium load.

M M

Refer to P160 for detailed specifications.Refer to P160 for detailed specifications.
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●  Description of 
product number

Nylon wheel
N

Nylon wheel
N

Product 
number Wheels Wheel 

diameter
Wheel 
width

Mounting 
height

Mounting 
base

Mounting 
dimensions

Hole 
diameter

Allowance 
load

Wheel 
weight

D(mm) W(mm) H(mm) A×B(mm) X×Y(mm) P(mm) daN(kgf) (g)
MR-65 N  Nylon wheel 65 28 82 113 × 59 89 × 28 8.5 90(91.8) 300
MR-75 N  Nylon wheel   75 35 93 127 × 65 100 × 30 8.5 100(102.0) 405

Bracket =  Trivalent unichrome coating

Product 
number Wheels Wheel 

diameter
Wheel 
width

Mounting 
height

Mounting 
base

Mounting 
dimensions

Hole 
diameter Eccentricity

Turning 
radius

Allowance 
load

Wheel 
weight

D(mm) W(mm) H(mm) A×B(mm) X×Y(mm) P(mm) E(mm) R(mm) daN(kgf) (g)
MG-65 N  Nylon wheel 65 28 82 95 × 70 76 × 44 8.5 22 55 90(91.8) 380
MG-75 N  Nylon wheel   75 35 93 105 × 80 87 × 60 8.5 19 59 100(102.0) 480

Bracket =  Trivalent unichrome coating

Swivel Plate type Single bearing Fixed wheel Plate type


