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SKYSERIES These casters are equipped with shock absorber and suitable for transporting precision equipment and parts.
The built-in YUEI damper absorbs shock and vibration that are generated while traveling and prevents occurrence of noise.

SKYSKY

Refer to P165 for detailed specifications.Wheel in use

Urethane (including B) 
wheel with antistatic 

nylon wheel

SUE

Product number Wheels Wheel 
diameter

Wheel 
width

Mounting 
base

Mounting 
dimensions

Hole 
diameter Turning radius Mounting 

height Eccentricity Standard load Wheel weight

D
(mm)

W
(mm)

A×B
(mm)

X×Y
(mm)

P
(mm)

Equipped 
with 
stopper

Stopper 
wheel

H
(mm)

E
(mm)

daN
(kgf)

Equipped 
with 
stopper

Stopper 
wheel

SKY-S100 SUE
-1 Urethane wheel 

with antistatic 
nylon wheel 
assembly
(including B)

100 28 100 × 58 82 × 40 8.8
110 to 112 84 to 107 171 to 148 34 to 57 10(10.2)

-2 110 to 113 84 to 103 171 to 154 34 to 53 20(20.4)
-3 110 to 113 84 to 100 171 to 158 34 to 50 30(30.6)

SKY-S125 SUE
-1 Urethane wheel 

with antistatic 
nylon wheel 
assembly
(including B)

125 32 100 × 58 82 × 40 8.8
116 to 129 104 to 129 193 to 167 41 to 66 10(10.2)

-2 116 to 124 104 to 124 193 to 173 41 to 61 20(20.4)
-3 116 to 121 104 to 121 193 to 177 41 to 58 30(30.6)

Bracket = Stainless steel

● All casters have types equipped with a stopper. (This is a caster used for only locking rotation of the wheel.)
●  For turning radius, mounting height and eccentricity, values indicate when the YUEI damper with the maximum stroke instead of when the 
standard load is applied.

Product number Wheels Wheel 
diameter

Wheel 
width

Mounting 
base

Mounting 
dimensions

Hole 
diameter

Mounting 
height Eccentricity Standard load Wheel weight

D(mm) W(mm) A×B(mm) X×Y(mm) P(mm) H(mm) E(mm) daN(kgf) Equipped with stopper Stopper wheel

SKY-R100 SUE
-1 Urethane 

wheel with 
antistatic 
nylon wheel 
assembly
(including B)

100 28 100 × 58 82 × 40 8.8
171 to 148 34 to 57 10(10.2)

-2 171 to 154 34 to 52 20(20.4)
-3 171 to 158 34 to 49 30(30.6)

SKY-R125 SUE
-1 Urethane 

wheel with 
antistatic 
nylon wheel 
assembly
(including B)

125 32 100 × 58 82 × 40 8.8
193 to 167 41 to 66 10(10.2)

-2 193 to 173 41 to 61 20(20.4)
-3 193 to 177 41 to 58 30(30.6)

Bracket = Stainless steel

● All casters have types equipped with a stopper. (This is a caster used for only locking rotation of the wheel.)
●  For turning radius, mounting height and eccentricity, values indicate when the YUEI damper with the maximum stroke instead of when the 
standard load is applied.
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Product number Wheels Wheel 
diameter

Wheel 
width Screw type Pitch Opposite 

side Turning radius Mounting 
height Eccentricity Standard load Wheel weight

D
(mm)

W
(mm)

T
(Nominal x 
length)

L
(mm)

M
(mm)

Equipped 
with 
stopper

Stopper 
wheel

H
(mm)

E
(mm)

daN
(kgf)

Equipped 
with 
stopper

Stopper 
wheel

SKY-T100 SUE
-1 Urethane 

wheel with 
antistatic 
nylon wheel 
assembly
(including B)

100 28
M12× 35
M16× 40

1.75
2

21
23

110 to 112 84 to 107 171 to 148 34 to 59 10(10.2)
-2 110 to 113 84 to 103 171 to 154 34 to 53 20(20.4)
-3 110 to 113 84 to 103 171 to 157 34 to 50 30(30.6)

SKY-T125 SUE
-1 Urethane 

wheel with 
antistatic 
nylon wheel 
assembly
(including B)

125 32
M12× 35
M16× 40

1.75
2

21
23

116 to 129 104 to 129 192 to 166 41 to 66 10(10.2)
-2 116 to 124 104 to 124 192 to 173 41 to 61 20(20.4)
-3 116 to 121 104 to 121 192 to 177 41 to 58 30(30.6)

Bracket = Stainless steel

● All casters have types equipped with a stopper. (This is a caster used for only locking rotation of the wheel.)
●  For turning radius, mounting height and eccentricity, values indicate when the YUEI damper with the maximum stroke instead of when the 
standard load is applied.

● Allowable load is the standard load when the stem is screwed in to the end.
★ Refer to P7 for the mounting method.
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●  Description of product number

SKY     *  -  *     SUE     *   -  *  ,  *
Equipped with shock 
absorber Caster
Indicating SKY

Screw typeBracket type
S：Swivel plate type
R：Fixed plate type
T：Swivel screw-in type

Wheel diameter
100: 100mm
125: 125mm

Wheel type
SUE: Urethane wheel with 
antistatic nylon wheel 
assembly (including B)

Availability of a stopper
S:  Equipped with stopper
No symbol: No stopper

Standard load
1：10daN
2：20daN
3：30daN

●  The standard load display on 
casters with shock absorber 
does not indicate allowable 
load. This display shows the 
load in which shock absorbing 
effect is high.

● Mounting height and 
eccentricity vary depending 
on expansion and contraction 
of YUEI dumper.

Swivel Plate type Equipped with 
shock absorber

Equipped with a 
single stopper

Plate type Equipped with 
shock absorber

Fixed wheel Equipped with a 
single stopper

Swivel Equipped with 
shock absorber

Screw-in 
type

Equipped with a 
single stopper


